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" 'FOR FORM 1C

(AT RATED LOAD)

CONTACT VOLTAGE DROP BETWEEN

OPERATE TIME (AT NOMINAL VOLTAGE)
RELEASE TIME (AT NOMINAL VOLTAGE)

SHOCK RESISTANCE

VIBRATION RESISTANCE
COIL POWER
INSULATION RESISTANCE

DIELECTRIC STRENGTH
BETWEEN CONTACTS

BETWEEN CONTACT&COIL

AMBIENT TEMPERATURE
WEIGHT
TYPE OF MOUNTING

: 10 OPERATIONS MIN.

: 50 mV MAX. @ 10A

s 10mSEC. MAX.
: 10mSEC. MAX.

2

: 100 m/S (106)
:  10Hz TO 100Hz MIN. 44.1 m/S (4.5G)
¢ 640mv
¢ 100 M OHMS MIN. AT 500V DC

4V DC (NO),

10A ©14V DC (NC)

¢ 1x10 OPERATIONS MIN.

2

: 500V RMS FOR 1 MIN.

: —40C TO +85°C
: 5 GMS APPROX.

P.C.B MOUNTING

COIL ub.—.b AT 20°C:-

: 500V RMS FOR 1 MIN.

CONTACT

RATED VOLTAGE| COIL RESISTANCE

PICK—=UP VOLTAGE

DROP-OUT VOLTAGE

L _"_BL ARRANGEMENT OHMS +10% V DC (INMAL) | V DC (INMAL)
1 FORM A 12 225 8.0 MAX. 1.0 MIN.
1 FORM A 1 FORM C 1 FORM C 12 225 8.0 MAX. 1.0 MIN.
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SPECIALITY, IF ANY

CONTACT MATERIAL
3- SILVER NICKEL ALLOY

:u
PRODUCT SERIES
COIL VOLTAGE

- NC 12-12v RELEASED |
_|O 4— SILVER TIN ALLOY ISSUE NO.
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