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RECOMENDED PCB LAYOUT
SPECIFICATIONS:
Material:
Insulator: PBT, 30% glass reinforced, rated UL 94V-0
Insulator color: Black
Contacts: Brass
Shell: Steel, Nickel plated
Plating:
Gold flash over Nickel underplate overall
Electrical: UNLESS OTHERWISE SPECIFIED
Operating voltage: 250 VAC max. ALL DIMENSIONS ARE INCHES [MM] bbbg NlmOI
Current rating: 5 Amps max. ﬁwzﬁmmwmﬁmw EXCEPT _»Wrmzmoﬁo 909 Rahway Avenue, Union, NJ 07083
Contact resistance: 15 mohms max. initial ¥ T - ONR.AR7_ . ONR.ART.
Insulation resistance: 1,000 Mohms min. umx + A.muwo WWX W%m — Phone: 908-687-5000 Fax: 908-687-5710
Dielectric withstanding voltage: 1,000 VAC for 1 minute Jxx_* 015 XXX 2010 N
Temporature Rating: — — DUAL PORT D-SUB, RIGHT ANGLE, HD
Operating temperature: —55°C to +105°C DRAWN BW 2/19/07 MALE /HD _<_>_.m_ 15 POSITION
Environmental: Sy e —
Lead free, RoHS compliant. CHECKED X ’ U_u_u._._o‘_m.\_‘_ww :
R ded soldering t : 235°C for 5 . -
ecommended soldering temp or 5 sec PPROVED — RN EEE
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